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1. INTRODUCTION
Structure-borne sound emission has been investigated in re-
cent years by different authors (Szemela et al. 2012, Górski 
and Kozupa 2012). Active noise-vibration control systems 
often rely on structural sound sources (Pawełczyk 2008, 
Leniowska 2011, Kozupa and Wiciak 2010, Mazur and 
Pawełczyk 2011). However, for successful active control of 
a vibrating structure it is essential to possess relevant infor-
mation about its current state. Misplaced sensors may result 
in the faint measure of particular vibration modes or even 
a complete lack of observability. This may have a negative 
impact on the system performance. Hence, their locations 
have to be carefully chosen.
Optimal sensor placement methods presented in the liter-
ature can be divided into two groups. One approach is based 
on simultaneous optimization of sensors locations and con-
troller parameters. AN optimization index in the form of the 
performance of an LQR controller is proposed in (Kumar 
and Narayanan 2007). Objective function in the form of the 
spatial H2 norm of the closed-loop system is considered in 
(Liu et al. 2006).
Another approach concentrates on open-loop system anal-
ysis, which is independent of control strategy. The observa-
bility gramian is used in optimization criterion in (Leleu et 
al. 2001). Modified H@ norm for the optimal placement of 
ten piezoelectric sensor/actuator pairs mounted on cantile-
ver plate is presented in (Hale and Daraji 2012).
In this paper, an observability-oriented approach is ad-
dressed. The presented method is based on developing 
a state model of a flexible structure including sensor loca-
tions. In this work, the placement of three accelerometers 
is optimized for a fully-clamped isotropic plate. First six 
eigenmodes are considered. Such assumptions make the 
analysis sufficiently general to consider both control com-
plexity and application related aspects. The model is validat-
ed experimentally. Memetic algorithms (MA) are proposed 
to be applied to find optimal locations for sensors. MA algo-
rithms, similar to evolutionary algorithms, are well adapted 
to searching for the global optimal solution for a complex 
problem such as the locations of sensors. MA algorithms 
are, however, characterized by improved local search proce-
dures, and can lead to a faster convergence and a statistically 
better solution.
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For successful active control of a vibrating structure it is essential to appropriately place sensors. One of the most im-
portant criteria is to make the system observable, so any control objectives can be achieved.
In this paper the observability-oriented placement of sensors is undertaken. First, a theoretical model of a fully clamped 
plate is presented. Optimization criterion based on maximization of observability of the system is developed. A memetic 
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ZASTOSOWANIE ALGORYTMU MEMETYCZNEGO DO ROZMIESZCZENIA CZUJNIKÓW  
W CELU AKTYWNEJ REDUKCJI DRGAŃ I HAŁASU
W celu skutecznej aktywnej redukcji drgań i hałasu konstrukcji konieczne jest odpowiednie rozmieszczenie czujników. 
Jednym z najważniejszych kryteriów jest uczynienie obiektu obserwowalnym, aby jakiekolwiek cele sterowania mogły 
zostać osiągnięte.
W pracy podjęte zostało zagadnienie rozmieszczenia czujników w oparciu o analizę obserwowalności. Zaprezentowany 
został model teoretyczny płyty o brzegach całkowicie utwierdzonych. Wyprowadzone zostało kryterium optymalizacji 
w oparciu o maksymalizacje miary obserwowalności. Do znalezienia rozwiązania optymalnego zastosowano algorytm 
memetyczny. Otrzymane wyniki zostały porównane z wynikami uzyskanymi za pomocą algorytmu genetycznego. Wyzna-
czone rozmieszczenie czujników zostało zweryfikowane eksperymentalnie.
Słowa kluczowe: aktywna redukcja drgań i hałasu, elastyczne struktury, rozmieszczenie czujników, macierz Grama 
obserwowalności, algorytm genetyczny, algorytm memetyczny
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2. PLATE MODELING
In this Section, theoretical modeling of vibration of a thin 
plate with sensors bonded to its surface is presented. A state 
model is obtained using the Rayleigh-Ritz assumed mode 
shape method. Fundamental issues of this theory are re-
called below to set a reference for further reading.
The governing equation for the dynamics of a Kirchhoff-Love 
plate in rectangular Cartesian coordinates is (Rao 2007):
D ( !4w!x4  + 2 !
4w
!x2!y2  + 
!4w
!y4 ) + ms !
2w
!t 2 
 = f , (1)
where: D  = 
Eh3
12(1 – v2) . (2)
In (1) w is the plate transverse displacement; f is the total 
force acting on the plate; D is the flexural rigidity; ms is the 
mass per unit area of the plate surface. In (2) E is the Young’s 
modulus; ν is the Poisson’s ratio; and h is the plate thickness.
Considering only the transverse motion and neglecting 
the mass of sensors, the kinetic energy, T, and strain energy, 
U, of the plate can be written as:
T = 12 ʃʃ
S
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where S is the surface of the plate.
In order to find a solution to the equation of plate motion 
(1) with given boundary conditions, the Rayleigh-Ritz meth-
od is employed (Leissa 1969). It is an approximate method 
based on the assumption that the solution can be expressed 
as a Ritz series, i.e.:
w(x, y, t) = 
M
Σ
i = 1
ηi(x, y)qi(t), (5)
where qi is the generalized displacement and ηi is the i-th 
Ritz function. The Ritz functions need to satisfy the geomet-
ric boundary condition, so they are adopted as a product of 
eigenfunctions of a one-dimensional bar associated with x 
and y direction.
Kinetic and potential energies can be expressed with the 
use of the Ritz series, by substituting (5) into (3) and (4):
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The kinetic and potential energies can also be expressed by 
means of generalized displacement vector q, mass matrix 
M, and stiffness matrix K:
T = 12 q
TMq, (8)
U = 12 q
TKq. (9)
Then, mass and stiffness matrices, M and K, depend on the 
Ritz functions, and their components can be calculated as:
Mij = ʃʃ
S
msηiηjdxdy, (10)
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This leads to the equation of a vibrating structure:
Mq + Kq = Q, (12)
where Q is the vector of generalized forces. The harmonic 
solution to (12) yields the eigenvector matrix Φ and eigen-
frequencies ωi. Then, by replacing q by Φv (where v denotes 
a modal displacement vector), and multiplying (12) on the 
left by ΦT, it gives:
v + diag(ωi
2)v = ФTQ. (13)
This equation can be written in a usual state-space form, us-
ing the state vector ψ truncated at N modes as (in the case 
considered in this paper, N = 6):
ψ = [v1,ω1v1,v2,ω2v2,...,vN,ωNvN]
T, (14)
!
!tψ = Aψ + Bu, (15)
y = Cψ, (16)
with 2N × 2N matrix A = diag(Ai), where:
Ai = [–2ξiωi   –ωi  ωi       0 ]. (17)
The modal damping ratio, ξi, is determined experimentally 
by the use of impulsive excitation method. Matrix C is ob-
tained by replacing w by ηTΦv. In case of using accelerom-
eters as sensors, the output is obtained by:
!2w
!t 2 
 = 
!2
!t 2 
(ηTФv) = ηTФv, (18)
so the i-th component of a row of matrix C, c = [c1,c2,...,cN], 
can be expressed as:
ci = η
Tφi[–2ξiωi    – ωi] |x=xs, y=ys, (19)
where φi is the i-th column of Φ; xs and ys are coordinates of 
the sensor centre. C contains as many rows as the number 
of sensors.
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3.  OPTIMIZATION CRITERION  
FOR SENSOR LOCATIONS
The chosen objective function to be maximized expresses 
output energy received by the sensors, when the system 
starts in initial state ψ0 and is not controlled (Fairman 1998):
E = 
@
∫
0
yT (t)y(t)dt = ψT0 (
@
∫
0
eATtCTCeATtdt)ψ0 = ψT0 Wo ψ0, (20)
where Wo is the observability gramian matrix of dimension 
2N × 2N. To maximize output energy with respect to the 
sensor locations, a measure of the gramian matrix should be 
maximized.
The observability gramian Wo can be calculated by solv-
ing the Lyapunov equation:
ATWo + WoA + C
TC = 0. (21)
If the i-th eigenvalue of Wo, corresponding to the i-th ei-
genmode is small, the eigenmode is not observable well. To 
ensure the observability of N first eigenmodes, the following 
criterion can be thus maximized:
J = min λi, (22)
        i=1,...,2N
where λi is the i-th eigenvalue of the observability gramian. 
Such a criterion concerns maximization of observability of 
the least observable eigenmode. It is dependent on matrix 
A (17), which is related to the structure itself, and matrix C 
(19), which is in turn related to the number, locations and 
type of sensors. As the number of sensors and considered ei-
genmodes increases, search space size expands and becomes 
more complex. Hence, memetic algorithms are proposed for 
solving the optimization problem.
4.  APPLICATION FOR A FULLY-CLAMPED PLATE
The plate model developed in the previous Section has been 
validated experimentally for the case of a fully-clamped alu-
minum plate, of which the dimensions and characteristics 
are given in table 1. The described plate is used in following 
sections for the sensors placement optimization problem.
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Fig. 1. Measurement points
The frequency responses of the plate due to acoustic 
excitation with a random signal were measured in 289 uni-
formly distributed points, depicted in figure 1, by the Poly-
tec laser vibrometer PDV-100. This measurement was used 
to determine the eigenfrequencies of the plate, which are 
compared with the calculated values in table 2. 
Table 1 
Mechanical and electrical characteristics
Properties Plate PCB 356A17 
Size, mm 420×420 14×14
Thickness, mm 1 20
Density, kg/m3 2700 –
Mass, kg 0.476 0.009
Young modulus, GPa 70 –
Poisson’s ratio 0.35 –
Measurement range, g/pC – ±10
Frequency range, Hz – 0.5 to 3000
Table 2 
Comparison of calculated and measured eigen frequencies
Mode Measurement, Hz Rayleigh-Ritz method, Hz
1 50 51
2 99 104
3 104 104
4 145 154
5 179 186
6 184 188
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Fig. 2. First 6 eigenmodes shapes (size of the plate is in [m], and 
the z-axes depict normalized amplitudes)
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First six eigenmode shapes obtained by the Rayleigh-Ritz 
method, shown in figure 2, were consistent with the meas-
ured mode shapes. The frequencies of second and third ei-
genmodes that theoretically should be equal, in fact, differ 
slightly due to the brushing of the aluminum plate in one 
direction (it was observed that eigenmode, which has two 
half-waves in the direction perpendicular to the brushing has 
a lower frequency). Therefore, all considered eigenmodes 
should be distinguishable in the frequency domain. Frequen-
cy responses of the plate, averaged over the entire surface is 
presented in figure 3 (the numbers in parentheses depict the 
eigenfrequencies).
5.  COMPARISON OF GENETIC  
AND MEMETIC ALGORITHMS
The considered optimization problem consists of determin-
ing the efficient locations of a fixed number of sensors. In 
this Section, specification of the used algorithms and a com-
parison of their performance is presented.
For both genetic (GA) and memetic (MA) algorithms, 
optimization variables are the sensors locations expressed 
in terms of spatial coordinates. The size of the population 
is kept the same for each iteration step. The best individ-
uals are kept unchanged in the next generation (elitist 
selection). The termination criterion is satisfied if no im-
provement is found in the last m iterations, or the maxi-
mum number of iterations is reached. For MA, the ‘Hill 
climbing’ technique is assumed as the individual learn-
ing strategy. Memetic algorithms are further described in 
(Wrona and Pawełczyk 2013).
Due to in-built local search procedures, MA involves 
more operations than GA in each generation. The extend of 
the additional computational load depends on chosen proce-
dures and adopted parameters. For the study to be adequate, 
both algorithms should possess the same computational 
budget. Therefore, during the test, the population in GA 
consisted of 100 individuals, while the MA population had 
only 20 individuals. Such configuration resulted in a similar 
average computation time.  The maximum number of gen-
erations was set to 30.
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Fig. 3. Frequency response of the plate averaged over the entire surface
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Fig. 4. Multiple runs of the genetic algorithm
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Fig. 5. Multiple runs of the memetic algorithm
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Both algorithms were started with a randomly generated 
initial population, which affects strongly the convergence 
rate. To obtain feasible statistical measures of their perfor-
mance, each algorithm was run 100 times. Each particular 
run is presented in gray in figure 4 and 5, to highlight distri-
bution of the  possible results. The average result is shown 
as the bold black line. Algorithm parameters and results are 
summarized in table 3.
The analysis shows that both algorithms are capable of 
reaching similar level of the fitness function and could be 
used successfully for solving the optimization problem. 
However, GA best solution is slightly worse than MA aver-
age solution, which demonstrates that MA provides notice-
ably better solutions. The consistency of the MA might also 
be considered as an advantage over the GA, because less 
runs would be necessary to ensure that the obtained solution 
is near the global optimum. This indicates a better computa-
tional efficiency in the final analysis. Additionally, if more 
complicated structures of multiple plates and with more sen-
sors were considered, benefits of using the MA would be 
even more significant (Garg 2010).
Table 3
Comparison of characteristic values
Properties Genetic algorithm
Memetic 
algorithm
Runs 100 100
Generations 30 30
Population size 100 20
Best final fitness 23.80 24.70
Average final fitness 21.37 23.82
Worst final fitness 18.11 22.75
6. SENSOR PLACEMENT
In this Section, application of the proposed method for opti-
mal placement of three accelerometers is presented. The ob-
jective is to ensure the observability of first 6 eigenmodes, 
by maximizing the criterion (22). Details of the optimi-
zation algorithm are given in the previous Section. Char-
acteristics of used sensors are given in table 1. Obtained 
eigenvalues of the observability gramian corresponding to 
the eigenmodes are presented in figure 6. Sensors locations 
found are shown in figure 7.
Frequency responses of the plate due to acoustic excita-
tion with a random signal, measured at obtained sensors 
locations, are presented in figures 8–10. The numbers in pa-
rentheses depict theeigenfrequencies.
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Fig. 6. Eigenvalues of the observability gramian matrix
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Fig. 8. Frequency response at the location of sensor 1
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The observability of the given eigenmode is practically 
meaningful if the corresponding peak is distinguishable in the 
frequency response graph. As shown in figures 8–10, individ-
ual sensors complement each other. Every sensor clearly sees 
the first eigenmode. However, the third mode is well seen by 
sensor 1, while it is faint for sensor 2 and 3. Hence, each de-
sired eigenmode is observable with acceptable margin.
The results presented above have concerned a given num-
ber of sensors and frequency range. However, studies have 
also been performed for other numbers of sensors and fre-
quency ranges. It follows from the analysis that increasing 
the frequency bandwidth, while maintaining a constant num-
ber of sensors, results in decreasing the level of observabil-
ity. Thus, in practical applications, where limitations in the 
number of sensors are set, the frequency band, for which the 
algorithm is able to find efficient locations is also limited.
7. CONCLUSION
A theoretical model of a thin plate with sensors bonded to 
its surface has been derived in this paper. The Rayleigh-Ritz 
assumed mode shape method has been used. The model is 
applicable for different boundary conditions, depending on 
the chosen Ritz functions. A laser vibrometer has been em-
ployed to verify the suitability of the modeling in the case of 
a fully-clamped aluminum plate.
An observability-oriented objective function has been 
presented and used to optimize locations of three accelero- 
meters.The first six eigenmodes of the plate have been 
considered. The purpose of the optimization criterion is to 
ensure each mode of the structure to be observable. Memet-
ic algorithms have been proposed to find optimal locations. 
The analysis shows high computational efficiency and ca-
pability of finding statistically better solutions than genetic 
algorithm. Theoretical results have been confirmed by re-
al-world experiments.
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